RICHELIN

Heat Treatment Systems

Vertical Pit Furnace
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Type Effective Effective Type Effective Effective Type Effective Effective
Diameter depth Diameter depth Diameter depth
VBE 53/63 53" 63" VBE 63/63 63" 63" VBE 71/78 71" 78"
VBE 53/78 53" 78" VBE 63/78 63" 78" VBE 71/86 71" 86"
VBE 53/86 53" 86" VBE 63/86 63" 86" VBE 71/100 71" 100"
VBE 53/100 53" 100" VBE 63/100 63" 100" VBE71/110 71" 110"
VBE 63/216 63" 216"
Type Effective Effective Type Effective Effective Type Effective Effective
Diameter depth Diameter depth Diameter depth
VBE 80/78 80" 78" VBE 90/78 90" 78" VBE 98/98 98" 08"
VBE 80/86 80" 86" VBE 90/86 90" 86" VBE 98/100 98" 100"
VBE 80/100 80" 100" VBE 90/90 90" 90" VBE 98/120 98' 120"
VBE 80/120 80" 120" VBE 90/100 90" 100"
Special Dimensions on Request
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— Applications:
* Gas carburizing
* Carbonitriding Heat Resistant Pit Furnace Retort
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* Gas nitriding l ﬂui il ’ﬂ
* Nitrocarburizing =3 P L
* Brazing
* Hardening and Tempering o o
* Annealing Processes I : +
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— Cusfomer’s Advantage

* High quality heat treatment

AICHELIN HTS, Inc.
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A Pit Retort Furnace Line may consist

of a Vertical Carburizing Furnace,

Oil or Salt Quench Tank,

Alkaline Washing Machine and

High or Low Temperature Tempering Furnace

* Completely reproducible heat treatment processes
* Fully automatic process guidance

44160 Plymouth Oaks Blvd.

Plymouth, MI 48170

Phone: (734) 459-9850

Telefax: (734) 459-9851

E-Mail: aichelinusa@aichelinusa.com

AICHELIN® is registered trademark

AICHELIN Ges.m.b.H.
Fabriksgasse 3

A - 2340 Médling

Phone: +43 (2236) 23 646
Telefax:+43 (2236) 22 229
E-Mail: marketing@aichelin.at

* Plant technology is extendable and connectable

http://www.aichelinusa.com

AICHELIN Entwicklungszentrum  EMA Indutec GmbH
und Aggregatebau GmbH
P.0.Box 37 * D - 09567 Oederan
Phone: +49 (37292) 65 03-0
Telefax: +49 (37292) 42 07
E-Mail: info@noxmat.de

Petersbergstrasse 9

D - 74909 Meckesheim
Phone: +49 (6226) 788-0
Telefax: +49 (6226) 788-100
E-Mail: info@ema-indutec.de
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